




When installing and using this electrical equipment, basic safety precautions should always be followed, including the following:

GENERAL WARNINGS

NOTE

IMPORTANT SAFETY INSTRUCTIONS
IMPORTANT NOTICE

READ AND FOLLOW ALL INSTRUCTIONS - SAVE THESE INSTRUCTIONS

Limb Entrapment

Hair Entanglement

Body Entrapment

Evisceration/Disembowelment

Mechanical Entrapment

NOTE: ALL SUCTION PLUMBING MUST BE INSTALLED IN ACCORDANCE WITH THE LATEST NATIONAL AND LOCAL CODES, STANDARDS AND
GUIDELINES.
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TO MINIMIZE THE RISK OF INJURY DUE TO SUCTION ENTRAPMENT HAZARD:

IMPORTANT SAFETY INSTRUCTIONS

For Installation of Electrical Controls at Equipment Pad (ON/OFF Switches, Timers and Automation Load Center)

HAZARDOUS PRESSURE: STAND CLEAR OF  PUMP AND FILTER DURING START UP.

MPORTANT: Place filter manual air reliefvalve in the open position and wait for all pressure in the system to be relieved.
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INTRODUCTION

Pump Features

Motor Features

Drive Features
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USING THE DRIVE KEYPAD 
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INSTALLATION

Location

ENSURE THE INSTALL LOCATION MEETS THE FOLLOWING REQUIREMENTS:

Piping

Fittings and Valves

Figure
6IN(15.2CM)
  MINIMUM

    3IN
MINIMUM

Figure 1

5×SUCTION PIPE
     DIAMETER

FigureFigure 2

ELBOW
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RISK OF ELECTRICAL SHOCK OR ELECTROCUTION. 

Wiring

Grounding

Bonding

Electrical installation
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OPERATION

NOTE

Setting the Clock

Using the Default Schedule

The default schedule will operate as follows:

Start/Stop
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Programming Custom Schedules

‘’Speed”
‘’Time”
‘’Duration”

TO PROGRAM A CUSTOM SCHEDULE:
Start/Stop

“<” “>”
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Speed Priorities (Non-External Control)

Operating the Pump While Running
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Priming
The pump will ramp up to 3200 RPM when the pump

is initially started.
Before turning the pump ON:

DO NOT run the pump dry

Note

Note

Note

Note
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Programming Quick Clean

TO PROGRAM QUICK CLEAN:
Start/Stop
Quick Clean

Factory Reset
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Cleaning the Pump Strainer Basket

TO CLEAN THE STRAINER BASKET:

Note

Note
Note

Motor Care
Protect from heat

Protect against dirt

Protect against moisture

MAINTENANCE

DO NOT

THIS SYSTEM OPERATES UNDER HIGH PRESSURE. 
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DO NOT

Pump Disassembly
TOOLS REQUIRED:

TO DISASSEMBLE THE PUMP:

Pump Reassembly

Note

Note

Note
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Restarting the Pump

DO NOT 

TO PRIME THE PUMP:

Note

Winterizing

TO PREVENT FREEZE DAMAGE:
Start/Stop

Note
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Pump failure

Reduced capacity and/or head

Pump fails to start

Pump runs then stops

Pump is noisy

TROUBLESHOOTING

Troubleshooting chart:
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Troubleshooting chart (cont.)

Pump runs without flow.

Fault Code Description

1

2,4,6

8

16,128

256

300

301

Alarms and Fault Codes
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Input Voltage Nominal

Input Current

Input Frequency

Max Input Watts

Max Shaft Horsepower

Speed Range

Environmental Enclosure Rating

Ambient Condition Range

Storage

Operating

Humidity

TECHNICAL DATA

For  IG1-1515VS Technical Specifications (1.65 HP Models)
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Product Drawing

Use only GoPool genuine replacement parts.

DrawingNo. Part No. Description QTY
1 648910606080 Handle Screws 2
2 48915102089 Cover 1
3 65432053080 Gasket 1
4 48910402001 Basket 1
5 648915105080 IG1 Pump Housing 1.5" 1
6 65432040080 O-Ring 1
7 647258001080 Diffuser 1
8 89106201 Impeller for IG1 Pump IG1-1515VS 1
9 65028026000 Seal Assembly 1
10 65431121080 O-Ring 1
11 647258002080 Pump Cover 1
12 5225007000 Screw 3/8-16UNC*25.4mm 4
13 65244015000 Gasket M10 8
14 648910602080 Over Cover 1
15 65023333000 Variable Speed 1.65HP IG1 PumpMotor 1
16 65225008000 Screw 3/8-16UNC*50.8mm 4
17 648912301080 Foot Insert 1
18 648910608080 Mounting Foot 1
19 65212058000 Screw ST4.8*15 2
20 65212013000 Screw ST4.8*25 2
21 65432002080 Drain Plug Gasket 2
22 648860105080 Drain Plug 2
23 648910607080 Swivel Nut 2
24 65244032000 SpringWasher 4
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For IG1-1515VS Pump Dimensions (1.5 HP  Models)
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